


8298 P 2.0 Top Mount Adapter 8298 F 2.0 Top Mount Adapter
(NPT-Female Without Flange) (Flange Base)
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8297 2.0 Leg Release Pin with
clear, easy-to-read labeling.




Stinger® 2.0

model 8297 2.0-51

with 282-A Stream Shaper
and Select-0-Matic®
SM-1250 Nozzle

on 8297 MB

Mounting Bracket

Mounting Bracket

LATCH PIN INDICATOR
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latched unlatched

You'll know the position of our 8297 2.0 Latch
Pin at a glance with clear visual indicators that
show the Latch Pin position.

8299 20
Deck Mount for
hose line supply

The 8297 2.0
5" Storz
portable base

8297202-25 |
Siamese
portable base




EXTEND YOUR GAPABILITIES
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Extend the height and capabilities of the Stinger® 2.0 when you match it with - [
. 3 The PIPE™ 2.0. The PIPE™ 2.0 increases the height of a deck mounted Stinger® 2.0 (‘:(: *,f"‘
0 = by 18 inches to clear cab roof, lights, ladder, racks,etc... Simply remove the &Y
Stinger® 2.0 from the Top Mount Adapter, attach The PIPE™ 2.0, and :_: .:*J.
! l _I quickly mount the Stinger® 2.0 on top. The PIPE™ 2.0 is made of § f_,.«'
I_"'1 ; rugged, lightweight Elk-O-Lite® with a red acrylic urethane T g /

enamel finish and hard anodized trim. It weighs - ;

just 9.9 Ibs. and attaches or is removed F\ /?)\ }
j; seconds. Choose The PIPE™ 2.0 accessories \ ' ‘:é//*' ﬁ E
b’ |

1at work best for your needs.

Stinger® 2.0

model

8297 2.0-98
with 282-A
Stream Shaper

and ST-194

Stacked Tips

L mounted on

The PIPE™ 2.0
"EE — model
8298 F2.0 EX

The PIPE™ 2.0
odel 8298 2.0 EX with
8298 F Top Mount Adapter

The PIPE™ 2.0
model 8298 2.0 EX
8298 EX MB
mounting bracket for
storing The PIPE™2.0

8298 EX
Caution Lamp

MONITORS



You REALLY CAN HAVE IT ALl

When it comes to fire fighting, the Stinger® 2.0 lets you have it all.
Simply attach the SM-1250 Select-O-Matic® nozzle and you'll have an
extraordinary master stream device that can handle

virtually every fire fighting situation. Select-O-Matic® -
nozzles changed the fire industry in the 1970's, refined it in ‘

the 7990's, and are now the world's most popular-sellers.

The SM-1250 Select-O-Matic® nozzle features lightweight Elk-O-Lite®
construction, heavy-duty rubber bumper, and a hard anodized finish. It's ideal
for AFFF application, too. The SM-1250 adjusts automatically to maintain
effective pressure and an efficient stream within a flow range of 300-1250
GPM at a maximum of 75 psi. This lightweight nozzle weighs just 7% Ibs.
and is less than 8" in length. Large control handles make stream patterns
easy to change.

Elk-0-Lite®

Elk-0-Lite®

STINGER® 2.0 KITS

81204 Anchor Klt for 282-A Stream Shaper.
portable monitors

ST-194
Quad Stacked Tips
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81315
3" Flange Kit

Elkhart Era&é

Fire Fighting Equipmant
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Elkhart Brass Mfg. Co., Inc. | 1302 West Beardsley Ave. | Elkhart, IN 46514
1-800-346-0250 | www.elkhartbrass.com | E-mail: info@elkhartbrass.com &




